SPECTRA-KOMPAKT

FEATURES

- Industrial compact PC with 350 W
power supply

- All connectors and 1/0s on the front

- Intel® Core™ i3-6100 CPU, 8 GB RAM

- 1x 1TB (24h/7d) HDD, DVD-RW

- Industrial mainboard with Q170-Chipset
(Skylake/Kabylake) and 1 x PCle(x16),
2 x PCle(x4), 1 x PCle(x1)

SPECTRA-KOMPAKT 6K35 Q170 30B

- Intel® HD Graphics 530
- 2 x Intel® Gigabit-LAN
- 1/0s: 2 x DP, 1 x DVI-I, 2 x LAN,

4 x USB3.0, 4 x USB2.0, 1 x COM, Audio,
1 x PS/2

(Similar to actual product)

Spectra GmbH & Co. KG Sales Office Austria

vertrieb@spectra.de

Spectra (Schweiz) AG aspectra |1

info@spectra-austria.at info@spectra.ch




SPECTRA-KOMPAKT

SPECTRA-KOMPAKT 6K35 Q170 30B

19"-COMPACT PC WITH INTEL® CORE™ 13-6100 CPU, INTEL® HD GRAPHICS 530, WINDOWS® 10 PROFESSIONAL 64-BIT
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for 24h/7d industrial use,

long term availibility until 12/2019

LGA1151 for Intel® Core™ i7/i5/i3/ Pentium® /
Celeron® CPUs (Skylake/Kabylake)

Intel® Core™ i3-6100

3,7 GHz, Dual-Core, 51 W TDP

Intel® Q170 Express

4 x 280-Pin DIMM, max. 64 GB
2 x 4 GB DDR4-RAM
Watchdog with 256 Levels

- Intel® HD Graphics 530

- 350-1050 MHz

- 1700 MB VRAM, DirectX12, OpenGL4.4,
OpenCL2.0

- support 3 independant displays

- Resolution (max.):
4096 x 2304 (DP)
1920 x 1200 (DVI)

-1 x Intel® i219LM (vPro) Gigabit-LAN
(Jumbo Frames)

- 1 x Intel® i210AT Gigabit-LAN (Jumbo Frames)

Realtek ALC887 HD Audio

- 1x PCle(x16)3.0

-2 x PCle(x4)2.0

- 1x PCle(x1)3.0

- 1 x mPCle (mSATA compatible)

Sales Office Austria
info@spectra-austria.at

DRIVES
Ports 5 x SATA-6G, support RAID 0/1/5/10
Installed -1x2,5" SATA-6G
-17TB
- 24h/7d
Others 1 x DVD-RW
1/0 INTERFACES
Front - 2 x DisplayPort1.2
- 1 xDVI-D
-2 xRJ45
-4 x USB3.0
-4 x USB2.0
-1xCOM
- 3 x Audio
-2xPS/2
-2xUSB3.0
Internal -2xUSB2.0
(not activated) -1xCOM
-1 x LPT
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SPECTRA-KOMPAKT 6K35 Q170 30B

19"-COMPACT PC WITH INTEL® CORE™ 13-6100 CPU, INTEL® HD GRAPHICS 530, WINDOWS® 10 PROFESSIONAL 64-BIT

MECHANICAL & EN
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VIRONMENT CONDITIONS

- Rugged Box PC, steel sheet

- Support for max. 4 Add-on cards
(max. 200 mm)

- Drives bays: 1x5,25" and 1x 3,5"
drives with front access, 1 x 3,5"
internal drive

- Cooling system: 1 x 40 mm fan on the front,
1x 120 mm fan in the back

- Front panel: 1 x power, 1 x reset

- Front panel LEDs: Power, HDD

- Colour: black

320 x 164 x 316 mm

approx. 15 kg

- 350 W, ATX, industrial power supply, 80plus
Bronze

- Input: 90 - 264 VAC Full Range

- Output (max.): 116A@5V, 2 x 18A@12V1/2,
0,0A@-5V, 0,3A@-12V, 16A@3,3V, 3A@5VSB

- MTBF: >100.000 h @ 25° C

Operating temperature: 0°C to +50°C

Relative humidity: 5% to 90%, non condensing

Microsoft® Windows® 10 Professional, 64-bit
24 months
CE
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ORDERING INFORMATION

SPECTRA-KOMPAKT

N° 146542 Spectra-Kompakt 6K35 Q170 30B

Compact PC, Intel® Core™ i3-6100, DP/DVI,

PCle16, 2 PCled, PCle1, Windows® 10 Professional 64-bit

Spectra (Schweiz) AG
info@spectra.ch

spectra

All brand, company and product names are registered or otherwise protected works of their respective companies / owners.

We reserve the right to change specifications and product description at any time without prior notice (April 2018)
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