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iSMART

3.5" Disk-Size SBC

7th Generation Intel® Core™ U-series Processor 3.5-inch Disk Size SBC

7

Wide-range
power input

Features

e Onboard 7th Generation Intel® Core™ U-series processor

DC In '*COM
(9-24V) e 2x DDR4-2133 SO-DIMM, Max 32GB, Non-ECC
e Supports eDP, DisplayPort and HDMI 1.4
}SATAIII
e 2x Intel® PCI-E GbE LAN
—USB 2.0
e Watchdog timer, Digital /O, mSATA, iISMART, TPM(2.0)
{ ——Audio e 2x USB 2.0, 4x USB 3.0, 4x COM, 2x SATAl
DDR4 SO-DIMM Mini PCI-E / mSATA e 1x Mini PCI-E slot
Socket
«——DisplayPort
I LV—I LV_[ L ——————CPU
CcoM USB 3.0 Dual GbE LAN HDMI
IB916 with Heat spreader IB916 with Heatsink
System Mechanical and Environmental
cPU BGA1356 for 7th Generation Intel® Core™ U-series Dimensions 102mm x 147mm (4" x 5.8")
i7 /i5 /i3 / Celeron® DC processors, up to 3.4GHz Max. Power 18D
Requirement
System Memory 2x DDR4-2133 SO-DIMM, Max 32GB (Non-ECC) -
. . OPeiaing | 0°C—60°C ( 32°F~140°F)
Systemn Chipset Intfegrated in 7th Generation Intel® Core P
U-series processor Storage o o o o
Temp%rmure -20°C~80°C ( -4°F~176°F)
oY AMI Relative
e 90% (non-condensin: 60°C

Watchdog Timer 256 levels Humidity ( ing @60°C)
$SD 1x MSATA Ordering Information
H/W Monitor Yes 3.5", Intel® Core™ i7-7600U(2.8GHz/3.9GHz), dual PCI-E

Expansion Slots

1x Mini PCI-E (Full-sized)

IBQ16AF-7600

GbE LAN, eDP, DP & HDMI, TPM(2.0), iSMART, mSATA,

IAMT(11.6)  Art. No. 164788

Graphics

IB916AF-7300

3.5", Intel® Core™ i5-7300U(2.6GHz/3.5GHz), dual PCI-E

GbE LAN, eDP, DP & HDMI, TPM(2.0), mSATA, ISMART Art. No. 164789

VGA Controller

7th Generation Intel® Core™ U-series processor
integrated graphics

IB?16F-7100

3.5", Infel® Core™ i3-7100U(2.4GHz), dual PCI-E GbE LAN,

eDP, DP & HDMI, TPM(2.0), mSATA, iSMART

Art. No. 164791

IB916F-3965
(MO

3.5", Infel® Celeron® 3965U(2.2GHz), dual PCI-E GbE LAN,

VGA Memory Shared mermory Q) eDP, DP & HDMI, TPM(2.0), MSATA, ISMART  Art. No. 164794
) ) HSIB916-A Heatsink for IB916/1B917
Display Interface Supports eDR, DisplayPort and HDMI
HSIBR16-1 Heat spreader for IB16/IB917
|_ A N IB76A Cable Kit w/ USB, COM, Power cable, SATA+Power cable

IB916AF series: Intel® 1219LM LAN PHY

Dimensions and Drawing

Controller IB916F series : Intel® 1219V LAN PHY 10222
Intel® 121 1AT PCI-E Gigabit LAN(as 2nd LAN) 97.23 X 39
Connector 2x RJ-45 on board fl
Multi 1/0 .
Fintek F81846AD-I T
1/O Chipset 1x RS232/422/485(jumperless selection),
3x RS232, 2x SATA Il
32.77
USB 4 ports USB3.0 on board N
2 ports USB2.0 on via pin header o o )b ‘°§§
Audio 7th Generation Intel® Core™ U-series processor built-in 5 © 9 ‘B"‘
HD Audio controller + Realtek ALC662 codec 0— T T T
Others Digital I/O, +9V~ 424V DC-in, iSMART, TPM(2.0) 8 o %
17.85 ” -
16.34
10.52 ]
0— =

Remarks: 1. Specifications are subject to change without prior notice.

Spectra GmbH & Co. KG
vertrieb@spectra.de

2. ODM/OEM is available. 3. For user’s manual & datasheet download, visit www.ibase.com.tw. @
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